
SOUL

centrostanza
standaloneA

180x120cm h.60

2022 rev.02

560 l.

18

1.60 m3

scarico nascosto
hidden drainage

110 kg

670 kg

1.8 hp

1.35 Kw

1.3 Kw

220 volt

50 Hz

AIRPOOL
absorbed power

Potenza assorbita
 AIRPOOL

Potenza motore
 AIRPOOL
AIPOOL

motor power

0.9 hp

700 watt

5 (dx) 6 (dx)

Whirlpool Motor

180

120

6048



lato comando control side

Electrical connection with maximum cable section 3x6 mmq, 
approximate lenght 2 ml.

Cold water connection - 1/2” inch

Recommended floor drain      40mm

Allaccio acqua fredda da 1/2” M

Scarico a terra filopavimento     40mm 

Allaccio alimentazione elettrica
(sezione max del cavo 3x6 mmq / lunghezza 2 ml circa)

A monte dell’impianto idraulico si consiglia di installare 
dei rubinetti filtro. L’azienda declina problemi derivanti 

Schema relativo all’installazione 2 (DX). La versione 1(SX) è speculare
Installation diagram 2 (DX). Version 1 (SX) is mirrored

dalla mancata installazione dei suddetti.

It is recommended to install upstream of the hydraulic 
system of filter faucets. The company declines problems 
arising from failure to install them
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Cold water connection - 1/2” inch
Allaccio acqua calda da 1/2” maschio

lato comando impianti control system side

AREA accesso impianti 
Access Area to systemsA

Installazione ad incasso /  Built-in installation
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SOUL 180x120cm h.60


